
55 Enterprise Core Router NE/ME Series Products

Attribute
NE40E-

X16A
NE40E-X16 NE40E-X8A NE40E-X8 NE40E-X3A NE40E-X3

Interface 

type

100GE/40GE                                           10GE- LAN /WAN           

GE/FE                                                         OC-192c/STM-64c POS     

OC-48c/STM-16c POS                        OC-12c/STM-4c POS

OC-3c/STM-1c POS                             Channelized STM-4

Channelized OC-3/STM-1                OC-3c/STM-1c ATM        

OC-12c/STM-4c ATM                          E3/CT3                   

CE1/CT1                                                    E1/T1

NE20E-S Universal Service Router
Product

Product Overview

NetEngine20E-S Universal Service Router (NE20E-S) series are high-end network products developed 

by Huawei for transportation, finance, electricity, government, education, and enterprise networks. 

They mainly serve as aggregation nodes on IP backbone networks, core nodes on small and medium 

enterprise networks, edge nodes on campus networks, and access nodes on small and medium 

education networks.

The NE20E-S runs on the Versatile Routing Platform (VRP) operating system and uses Huawei-

developed NP chips and hardware-based forwarding and non-blocking switching technologies. The 

NE20E-S has the following features:  

• Line-rate forwarding capabilities, carrier-class reliability, excellent scalability, a well-designed quality 

of service (QoS) mechanism, and strong service processing capabilities

• Powerful service access and aggregation capabilities and various features, such as Layer 2 virtual 

private network (L2VPN), L3VPN, multicast, multicast VPN (MVPN), Multiprotocol Label Switching 

(MPLS) Traffic Engineering (TE), and QoS, to ensure carrier-class service transmission reliability

• Various service features, such as Generic Routing Encapsulation (GRE), IP Security (IPSec), Network 

Address Translation (NAT), and NetStream

• Support for IPv6 and smooth transition from IPv4 to IPv6

The NE20E-S can be flexibly deployed at the access and aggregation layer of IP/MPLS networks and 

work with other NE routers to provide an all-around network solution for enterprise users, satisfying 

diversified service requirements in the future.
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Product Appearance

Product Specifications

NE20E-S2E NE20E-S2F

NE20E-S4 NE20E-S8 NE20E-S16

NE20E-S8A NE20E-S16A

Item NE20E-S2E NE20E-S2F NE20E-S4 NE20E-S8 NE20E-S16 NE20E-S8A
NE20E-

S16A

Switching 

capacity
160 Gbps 320 Gbps 480 Gbps 480 Gbps 480 Gbps 480 Gbps 480 Gbps

Forwarding 

performance
70 Mpps 150 Mpps 180 Mpps 360 Mpps 360 Mpps 360 Mpps 360 Mpps

Number of 

slots

2PICs

2*10GE

(SFP+) and 

24*GE

(SFP)

2PICs

4*10GE

(SFP+) and 

38*GE

(SFP)

2 MPUs

1 NSP

4 PICs

2 MPUs

2 NSPs

8 PICs

2 MPUs

2 NSPs

16 PICs

2 MPUs

2 NSPs

8 PICs

2 MPUs

2 NSPs

16 PICs

Interface 

type

100GE/40GE/10GE/GE/FE

OC-3c/STM-1c POS

OC-12c/STM-4c POS

Channelized OC-3/STM-1 POS

OC-3c/STM-1c ATM

E1/CE1
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Huawei NE08E & NE05E series Mid 
Service Router Product

Product Overview

Huawei NetEngine08E / NetEngine05E series is the cloud era ENP Based Mid Services Router which is 

to help transportation, finance, power, government, education, enterprise to build agile networks, can 

be flexibly applied to IP / MPLS network edge access scenarios, to meet the diverse needs of users for 

future business development.

NetEngine08E / NetEngine05E series is cloud service architecture design oriented, large cache 

to ensure the best service experience; IP pipeline firmness and flexibility, support IP soft pipes for 

statistical multiplexing to improve resource efficiency and IP hard pipe exclusive resources to ensure the 

best customer experience .

Product Appearance

NE08E-S6/6E NE05E-SE 

NE05E-SG

NE05E-SQNE05E-SI

NE05E-S2

NE05E-SF  NE05E-SH

NE05E-SJ NE05E-SK NE05E-SL  NE05E-SM
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Product Specifications

Attribute NE08E-S6E/S6 NE05E-SQ NE05E-S2 NE05E-SN/G/H NE05E-SM

Forwarding 

performance
102Mpps/37Mpps 102Mpps 18Mpps 18Mpps 6Mpps

Switching 

capacity
360Gbps/112Gbps 272Gbps 24Gbps 24Gbps 8Gbps

Typical power

consumption
164W/181W 91.4W 68W 30W 20W

Slots

redundant MPUs

6 FICs

10GE/GE/FE/

STM-1/E1/PCM

Fixbox 

4*10GE+16GE

(O)+8GE(E)

1 CXP with 

6GE(O)+4GE(E)

and 2 FICs 

Fixbox

4*GE/

FE(O)+4*GE/

FE(E)+ 4*GE/

FE Combo +

（2*8E1）

1*GE(O)+

2*GE/FE(E)+

1*FE/GE Combo

Dimension 

(W×D×H)

442mm×

220mm×

88.9mm(2U)

442mm×

220mm×

44.45mm（1U）

442mm×

220mm×

44.45mm（1U）

442mm×

220mm×

44.45mm（1U）

250mm×

180mm×52mm 

Operating 

Temperature
-40oC to +65oC -40oC to +65oC -20oC to +60oC -40oC to +65oC -40oC to +55oC

Huawei ME60 Series Multi-Services 
Control Gateway

Product Overview

Huawei ME60 series Multiservice Control Gateway is perfect as service point of presence (SPOP) of IP/

MPLS network, BRAS node of broadband service access, or core node of campus networks, by delivering 

industry-leading performance, monetization capabilities and excellent service evolution to boost 

customers'  service development.

As a service management and offering platform with high performance, the ME60 meets various 

requirements for service operation mechanisms. ME60 ensures smooth and reliable running of various 

services. Based on the solutions with ME60, customers are able to construct a future-oriented and 

intelligent broadband IP network, which can greatly reduces the TCO of the network.
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The ME60 series includes the ME60-X16, ME60-X8 and ME60-X3:

Product Appearance

Product Specifications

Attribute ME60-X16 ME60 -X8 ME60 -X3

Switching Capacity 25.2 Tbps /12.58 Tbps 12.58 Tbps /7.08Tbps 1.08 Tbps

Slots
22 slots, including 2 MPUs, 4 
SFUs and 16 LPUs

11 slots, including 2 SRUs, 
1 SFUs and 8 LPUs

5 slots, including 2 MPUs 
and 3 LPUs

Dimension

(W×D×H)
442mm×650mm×

1420mm (32U)

442mm×650mm× 620 

mm (14U)

442mm×650mm×175 

mm (DC 4U)

442mm×650mm×220 

mm (AC 5U)

Interface

type

OC-192c/STM-64c POS

OC-48c/STM-16c POS

OC-3c/STM-1c POS 

OC-12c/STM-4c ATM

OC-3c/STM-1c ATM

100GE-WAN/LAN

10GE-WAN/LAN

GE/FE

E3/CT3

CE1/CT1

ME60-X16 ME60-X8 ME60-X3
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AR157 • WAN speed with services (IMIX): 100 Mbps

• Fixed ports: 4 x FE LAN(can be configured as WAN interfaces), 1 

x ADSL2+ Annex A/M

• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.)

AR157G-HSPA+7
• WAN speed with services (IMIX): 100 Mbps

• Fixed ports: 4 x FE LAN(can be configured as WAN interfaces), 1 

x ADSL2+ Annex A/M, WCDMA HSPA+7

• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.)

AR158E • WAN speed with services (IMIX): 100 Mbps

• Fixed ports: 4 x FE LAN(can be configured as WAN interfaces), 1 

x G.SHDSL 4-pair

• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.)

AR157W
• WAN speed with services (IMIX): 100 Mbps

• Fixed ports: 4 x FE LAN(can be configured as WAN interfaces), 1 

x ADSL2+ Annex A/M, 802.11 b/g/n

• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.)

AR158EVW • WAN speed with services (IMIX): 100 Mbps

• Fixed ports: 4 x FE LAN(can be configured as WAN interfaces), 1 

x G.SHDSL 4-pair, 802.11 b/g/n

• Fixed Voice ports: 4 x FXS, 1 x FXO

• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.)

AR157VW • WAN speed with services (IMIX): 100 Mbps

• Fixed ports: 4 x FE LAN(can be configured as WAN interfaces), 1 

x ADSL2+ Annex A/M, 802.11 b/g/n

• Fixed Voice ports: 4 x FXS, 1 x FXO

• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.)



65 Enterprise Router AR Series Products

Table4: AR160 Models

AR161 • WAN speed with services (IMIX): 150 Mbps

• Fixed ports: 4 x GE LAN(can be configured as WAN interfaces), 1 

x GE WAN

• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.)

AR161F

AR161F-DGP

• WAN speed with services (IMIX): 150 Mbps

• Fixed ports: 4 x GE LAN(can be configured as WAN interfaces), 1 

x GE Combo WAN

• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.)

• WAN speed with services (IMIX): 150 Mbps

• Fixed ports: 4 x GE LAN(can be configured as WAN interfaces), 1 

x GE Combo WAN

• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.) 

AR161FGW-L
• WAN speed with services (IMIX): 150 Mbps

• Fixed ports: 4 x GE LAN(can be configured as WAN interfaces), 1 

x GE Combo WAN, FDD LTE, 802.11 b/g/n

• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.)

AR161FG-L
• WAN speed with services (IMIX): 150 Mbps

• Fixed ports: 4 x GE LAN(can be configured as WAN interfaces), 1 

x GE Combo WAN, FDD LTE

• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.)

AR161FW • WAN speed with services (IMIX): 150 Mbps

• Fixed ports: 4 x GE LAN(can be configured as WAN interfaces), 1 

x GE Combo WAN, 802.11 b/g/n

• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.)
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AR161W • WAN speed with services (IMIX): 150 Mbps

• Fixed ports: 4 x GE LAN(can be configured as WAN interfaces), 1 

x GE WAN, 802.11 b/g/n

• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.)

• Cloud-managed

AR161FV-1P • WAN speed with services (IMIX): 150 Mbps

• Fixed ports: 4 x GE LAN(can be configured as WAN interfaces), 1 

x GE Combo WAN

• Fixed Voice ports: 1 x VE1

• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.)

AR162F • WAN speed with services (IMIX): 150 Mbps

• Fixed ports: 4 x GE LAN(can be configured as WAN interfaces), 1 

x GE Combo WAN, 1 x SA

• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.)

AR168F • WAN speed with services (IMIX): 150 Mbps

• Fixed ports: 4 x GE LAN(can be configured as WAN interfaces), 1 

x G.SHDSL 4-pair, 1 x GE Combo WAN

• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.)

AR169F • WAN speed with services (IMIX): 150 Mbps

• Fixed ports: 4 x GE LAN(can be configured as WAN interfaces), 1 

x VDSL2 with bonding, 1 x GE Combo WAN

• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.)

AR169 • WAN speed with services (IMIX): 150 Mbps

• Fixed ports: 4 x GE LAN(can be configured as WAN interfaces), 1 

x VDSL2

• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.)

AR161G-L • WAN speed with services (IMIX): 150 Mbps

• Fixed ports: 4 x GE LAN(can be configured as WAN interfaces), 1 

x GE WAN, FDD LTE

• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.)
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AR169FGVW-L • WAN speed with services (IMIX): 150 Mbps

• Fixed ports: 4 x GE LAN(can be configured as WAN interfaces), 

1 x GE Combo WAN, 1 x VDSL2 with bonding, LTE FDD, 802.11 

b/g/n

• Fixed Voice ports: 4 x FXS, 1 x FXO

• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.)

AR169W • WAN speed with services (IMIX): 150 Mbps

• Fixed ports: 4 x GE LAN(can be configured as WAN interfaces), 1 

x VDSL2, 802.11 b/g/n

• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.)

AR169G-L
• WAN speed with services (IMIX): 150 Mbps

• Fixed ports: 4 x GE LAN(can be configured as WAN interfaces), 1 

x VDSL2, FDD LTE

• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.)

AR169FVW • WAN speed with services (IMIX): 150 Mbps

• Fixed ports: 4 x GE LAN(can be configured as WAN interfaces), 1 

x GE Combo WAN, 1 x VDSL2 with bonding, 802.11 b/g/n

• Fixed Voice ports: 4 x FXS, 1 x FXO

• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.)

AR169FGW-L

AR169FVW-8S

• WAN speed with services (IMIX): 150 Mbps

• Fixed ports: 4 x GE LAN(can be configured as WAN interfaces), 

1 x GE Combo WAN, 1 x VDSL2 with bonding, LTE FDD, 802.11 

b/g/n

• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.)

• WAN speed with services (IMIX): 150 Mbps

• Fixed ports: 4 x GE LAN(can be configured as WAN interfaces), 1 

x GE Combo WAN, 1 x VDSL2 with bonding, 802.11 b/g/n

• Fixed Voice ports: 8 x FXS, 1 x FXO

• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.) 
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AR169CVW

AR169CVW-4B4S

AR161EW

AR169EW

AR169EGW-L

AR161EW-M1

• WAN speed with services (IMIX): 150 Mbps

• Fixed ports: 4 x GE LAN(can be configured as WAN interfaces), 1 

x GE SFP, 1 x VDSL2, 802.11 ac/b/g/n

• Fixed Voice ports: 4 x FXS, 1 x FXO

• Dimensions (H x W x D): 30 mm x 270 mm x 155 mm (1.18 in. x 

11.4 in. x 6.1 in.) 

• WAN speed with services (IMIX): 150 Mbps

• Fixed ports: 4 x GE LAN(can be configured as WAN interfaces), 1 

x GE SFP, 1 x VDSL2, 802.11 ac/b/g/n

• Fixed Voice ports: 4 x ISDN BRI, 4 x FXS, 1 x FXO

• Dimensions (H x W x D): 30 mm x 270 mm x 155 mm (1.18 in. x 

11.4 in. x 6.1 in.) 

• WAN speed with services (IMIX): 600 Mbps

• Fixed ports: 4 x GE RJ45 LAN, 1 x GE Combo WAN

• WLAN: 802.11a/b/g/n/ac/ac wave2, 4x4:4 MU-MIMO

• Dimensions (H x W x D): 44.0 mm x 300.0 mm x 216.4 mm (1.73 

in. x 11.8 in. x 8.5 in.) 

• WAN speed with services (IMIX): 600 Mbps

• Fixed ports: 4 x GE RJ45 LAN, 1 x VDSL2 with Bonding, 1 x GE 

Combo WAN

• WLAN: 802.11a/b/g/n/ac/ac wave2, 4x4:4 MU-MIMO

• Dimensions (H x W x D): 44.0 mm x 300.0 mm x 216.4 mm (1.73 

in. x 11.8 in. x 8.5 in.) 

• WAN speed with services (IMIX): 600 Mbps

• Fixed ports: 4 x GE RJ45 LAN, 1 x VDSL2 with Bonding, 1 x GE 

Combo WAN

• WWAN: LTE FDD

• WLAN: 802.11a/b/g/n/ac/ac wave2, 4x4:4 MU-MIMO

• Dimensions (H x W x D): 44.0 mm x 300.0 mm x 216.4 mm (1.73 

in. x 11.8 in. x 8.5 in.) 

• WAN speed with services (IMIX): 600 Mbps

• Fixed ports: 4 x GE RJ45 LAN, 1 x GE Combo WAN

• WLAN: 802.11a/b/g/n/ac/ac wave2, 4x4:4 MU-MIMO

• Hard disk: 2.5-inch hard disk (optional)

• Dimensions (H x W x D): 44.0 mm x 300.0 mm x 216.4 mm (1.73 

in. x 11.8 in. x 8.5 in.) 
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AR201 • WAN speed with services (IMIX): 150 Mbps

• Fixed ports: 8 x FE LAN(can be configured as WAN interfaces), 1 

x FE WAN

• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.) 

Table4: AR200 Models

AR208E • WAN speed with services (IMIX): 150 Mbps

• Fixed ports: 8 x FE LAN(can be configured as WAN interfaces), 1 

x G.SHDSL 4-pair

• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.)

AR207 • WAN speed with services (IMIX): 150 Mbps

• Fixed ports: 8 x FE LAN(can be configured as WAN interfaces), 1 

x ADSL2+ Annex A/M

• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.)

AR207G-HSPA+7 • WAN speed with services (IMIX): 150 Mbps

• Fixed ports: 8 x FE LAN(can be configured as WAN interfaces), 

WCDMA HSPA+7, 

• 1 x ADSL2+ Annex A/M

• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.)

AR1200 Series Enterprise Routers

Product Overview

Huawei AR1200 series enterprise routers are next-generation enterprise-class routers based on the 

Huawei proprietary Versatile Routing Platform (VRP). They build on Huawei’s record of leadership in 

data communication and networking to provide industry-leading system performance and scalability to 

meet current and future business needs. 

Huawei AR1200 Series routers are designed to provide secure and scalable unified voice and data 

communications for small enterprises or large enterprise branch offices.
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Product Features

Table 1: AR1200 Models

AR1220 • WAN speed with services(IMIX): 200Mbps

• Fixed port: 8xFE(can be configured as WAN interfaces), 2xGE

• Slot: 2xSIC

• Dimensions (H x W x D): 44.5mm x 390 mm x 220 mm

AR1220C • WAN speed with services(IMIX): 200Mbps

• Fixed port: 8xGE(can be configured as WAN interfaces), 4xGE + 

1xGE SFP

• Slot: 2xSIC

• Dimensions (H x W x D): 44.5mm x 390 mm x 220 mm

AR1220E • WAN speed with services(IMIX): 400Mbps

• Fixed port: 8xGE(can be configured as WAN interfaces), 2xGE 

Combo

• Slot: 2xSIC

• Dimensions (H x W x D): 44.5mm x 390 mm x 220 mm

AR1220V • WAN speed with services(IMIX): 200Mbps

• Fixed port: 8xFE(four FE ports support PoE) (can be configured 
as WAN interfaces), 2xGE

• PoE: compliance with IEEE 802.3af and 802.3at

• DSP: 32 channels supported

• Slot: 2xSIC

• Dimensions (H x W x D): 44.5mm x 390 mm x 220 mm

AR1220F • WAN speed with services(IMIX): 400Mbps

• Fixed port：8*FE(can be configured as WAN interfaces)， 

2*GE(1*Combo)

• Slot：2*SIC

• Dimensions (H x W x D):44.5mm x 390mm x 220mm

The AR1200 series integrates routing, switching, 3G service, Wireless LAN (WLAN), voice, and security 

functions. The AR1200 uses an embedded hardware encryption technique and supports a voice-

optimized Digital Signal Processor (DSP). The router supports firewall security, call processing, voice 

mail, and other applications. It supports wired and wireless access modes, including E1/T1, xDSL, xPON, 

WiFi, 3G, and more. The AR1220V, AR1220W, AR1220VW, AR1220EV and AR1220EVW models provide 

Power over Ethernet (PoE) on fixed 100M Ethernet interfaces. 

The AR1220 series has been qualified with Microsoft Lync server, and can be seamlessly integrated into 

Microsoft unified communications solutions. 
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AR1220EV • WAN speed with services(IMIX): 400Mbps

• Fixed port: 8xGE(four GE ports support PoE) (can be configured 

as WAN interfaces), 2XGE combo

• PoE: compliance with IEEE 802.3af and 802.3at

• DSP: 32 channels supported

• Slot: 2xSIC

• Dimensions (H x W x D): 44.5mm x 390 mm x 220 mm

AR1220VW • WAN speed with services(IMIX): 200Mbps

• Fixed port: 8xFE (four FE ports support PoE) (can be configured 

as WAN interfaces), 2xGE

• PoE: compliance with IEEE 802.3af and 802.3at

• DSP: 32 channels supported

• Slot: 2xSIC

• WiFi: compliance with 802.11b/g/n

• Dimensions (H x W x D): 44.5mm x 390 mm x 220 mm

AR1220EVW • WAN speed with services(IMIX): 400Mbps

• Fixed port: 8xGE(four GE ports support PoE) (can be configured 

as WAN interfaces), 2XGE combo

• PoE: compliance with IEEE 802.3af and 802.3at

• DSP: 32 channels supported

• Slot: 2xSIC

• WiFi: compliance with 802.11b/g/n

• Dimensions (H x W x D): 44.5mm x 390 mm x 220 mm

AR1220W • WAN speed with services(IMIX): 200Mbps

• Fixed port: 8xFE (four FE ports support PoE) (can be configured 

as WAN interfaces), 2xGE

• PoE: compliance with IEEE 802.3af and 802.3at

• Slot: 2xSIC

• WiFi: compliance with 802.11b/g/n

• Dimensions (H x W x D): 44.5mm x 390 mm x 220 mm

AR1220-D • WAN speed with services(IMIX): 200Mbps

• Fixed port: 8xFE(can be configured as WAN interfaces), 2xGE

• Slot: 2xSIC

• Embedded DC power supply

• Dimensions (H x W x D): 44.5mm x 390 mm x 220 mm

The AR1200 supports optional interface cards, including; Ethernet, E1/T1/PRI/VE, synchronous/

asynchronous, ADSL2+, G.SHDSL, and VDSL, FXS and FXO, ISDN, EPON and GPON, 3G, LTE and E&M 

interface cards. These cards are classified into SIC (Smart Interface Card) cards and WSIC (Double-Width 

SIC) cards depending on slot type. The primary interface cards are shown and described in the table 

below. 

Note: For more information about interface cards, please refer to Ordering Guide.  
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AR2200 Series Enterprise Routers

Product Overview

The AR2200 routers are next-generation enterprise-class routers based on the Huawei proprietary 

Versatile Routing Platform (VRP). These modular-chassis routers integrate routing, switching, 3G service, 

LTE service, voice, and security functions. Users customize the routers by selecting the interface cards 

that meet their requirements.  

The AR2200 use the embedded hardware encryption technique and support a voice-optimized Digital 

Signal Processor (DSP). They provide firewall security, call processing, voice mail, and other application 

programs.

 The AR2200 routers support wired and wireless access modes, including E1/T1, xDSL, xPON, CPOS 

and 3G. Building on Huawei’s leading data communication and networking technologies, they provide 

industry-leading system performance and scalability to meet current and future business needs.

With industry-leading performance, Huawei AR2200 series enterprise routers provide secure and 

scalable unified voice and data communications for enterprise headquarters or branch offices. 

Product Features

Table 1: AR2200 Models

AR2201-48FE

AR2204-27GE

•  WAN speed with services(IMIX): 200Mbps

• Fixed port: 2xGE (one combo port), 48xFE(FE0、FE47 can be 

configured as WAN interfaces)

• Slot: 1xExpansion slot 

• Dimensions (H x W x D): 44.5mm x 442mm x 310mm

• WAN speed with services(IMIX): 200Mbps

• Fixed port: 3xGE (one combo port), 24xGE

• Slot: 4xSIC 

• Dimensions (H x W x D): 44.5mm x 442mm x 420mm
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AR2204-27GE-P • WAN speed with services(IMIX): 200Mbps

• Fixed port: 3xGE (one combo port), 24xGE(8 GE ports support 

PoE)

• PoE: compliance with IEEE 802.3af and 802.3at

• Slot: 4xSIC 

• Dimensions (H x W x D): 44.5mm x 442mm x 420mm

AR2204-51GE-P • WAN speed with services(IMIX): 200Mbps

• Fixed port: 3xGE (one combo port), 48xGE(8 GE ports support 

PoE)

• PoE: compliance with IEEE 802.3af and 802.3at

• Slot: 4xSIC 

• Dimensions (H x W x D): 44.5mm x 442mm x 420mm

AR2220

AR2204E

• WAN speed with services(IMIX): 400 Mbps

• Fixed port: 3xGE (one combo port)

• Slot: 4xSIC + 2xWSIC

• Dimensions (H x W x D): 44.5 mm x 442 mm x 420mm

• WAN speed with services(IMIX): 200Mbps

• Fixed port: 3xGE (one combo port)

• Slot: 4xSIC 

• Dimensions (H x W x D): 44.5mm x 442mm x 420mm

AR2220E

AR2240C

• WAN speed with services(IMIX): 800 Mbps

• Fixed port: 3xGE (one combo port)

• Slot: 4xSIC + 2xWSIC

• Dimensions (H x W x D): 44.5 mm x 442 mm x 420mm

• WAN speed with services(IMIX): 1Gbps

•  Fixed port: 4 xGE + 4xGE SFP + 2 x GE Combo

• Slot: 4xSIC + 2xWSIC + 2xXSIC

• Dimensions (H x W x D): 88.1 mm x 442 mm x 470 mm
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* Main control board model number

The AR2200 supports optional interface cards, including Ethernet, E1/T1/PRI/VE1, synchronous/

asynchronous, ADSL2+/G.SHDSL, FXS/FXO, ISDN, CPOS, EPON/GPON, 3G, LTE and E&M interface cards. 

These cards are designated SIC (Smart Interface Card) cards, WSIC (Double-Width SIC) cards, or XSIC 

(Double-Height WSIC) cards, depending on the number of slots they occupy. 

Note: For more information about interface cards, please refer to Ordering Guide.  

AR2240
• WAN speed with services(IMIX): 

 » o 1Gbps (with SRU40*) 

 » o 2Gbps (with SRU80*) 

 » o 1Gbps (with SRU100E*)

 » o 4.5Gbps(with SRU200*)

• Hardware-based Traffic Management (with SRU80*)

• Hardware-based HQoS (with SRU80*)

• Fixed port: 

 » o SRU40: 3 x GE(2 x Combo) 

 » o SRU80: 3 x GE(2 x Combo)

 » o SRU100E: 4 x GE Combo+ 2 x GE SFP

 » o SRU200: 4 x GE Combo+ 2 x 10GE SFP+

• Slot: 4xSIC + 2xWSIC + 2xXSIC

• Dimensions (H x W x D): 88.1 mm x 442 mm x 470 mm

AR3200 Series Enterprise Routers

Product Overview

The Huawei AR3200 enterprise routers are next-generation enterprise-class routers based on the 

Huawei proprietary Versatile Routing Platform (VRP), which takes advantage of Huawei's leadership in 

data communication, wireless, access network, and core network technologies. 

The AR3200 routers integrate routing, switching, 3G,LTE, voice, and security functions. It utilizes a multi-

core CPU and non-blocking switching structure providing industry-leading system performance and 

extensibility, supporting evolving service development requirements. The AR3200 routers provide an 

With its flexible modular design, the Huawei AR3200 series enterprise routers are designed to provide 

secure unified voice and data communication with exceptional performance and scalability to meet the 

demands of today's enterprise requirements.

* The 3200 series routers only has one model AR3260 now, but we will add more new models in future.
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integrated solution for enterprise networks,  speed up multi-service provisioning and protect customers' 

investments. The modular chassis allows customers to customize the router with interchangeable 

interface cards. 

The AR3200 routers use embedded hardware encryption techniques and support a voice-optimized 

Digital Signal Processor (DSP). It supports firewall functions, call processing, voice mail, and other 

applications. The AR3200 routers support wired and wireless access modes, including E1/T1, xDSL, 

xPON, CPOS, 3G, and LTE.

* Main control board model number

The AR3200 routers support optional interface cards, including Ethernet, E1/T1/PRI/VE1, synchronous/

asynchronous, ADSL2+/G.SHDSL,  ISDN, CPOS, EPON/GPON 、 FXS/FXO voice cards, 3G, LTE and E&M 

interface cards. They are available in the following formats: SIC (Smart Interface Card), WSIC (Double-

Width SIC), and XSIC (Double-Height WSIC), depending on the number of slots available. The supported 

interface cards are described below.

Note: For more information about interface cards, please refer to Ordering Guide.  

• WAN speed with services(IMIX): 

 » 1Gbps (with SRU40*) 

 » 2Gbps (with SRU80*) 

 » 1Gbps (with SRU100E*)

 » 4.5 Gbps(SRU200*)

 » 5.5 Gbps (SRU400*)

• Hardware-based Traffic Management (with SRU80, SRU200* 

and SRU400*)

• Hardware-based HQoS (with SRU80, SRU200* and SRU400*)

• Fixed port: 

 » SRU40: 3 x GE(2 x Combo) 

 » SRU80: 3 x GE(2 x Combo)

 » SRU100E: 4 x GE Combo+ 2 x GE SFP

 » SRU200: 4 x GE Combo+ 2 x 10GE SFP+

 » SRU400: 4 x GE Combo+ 2 x 10GE SFP+

• Slots: 4*SIC + 2*WSIC + 4*XSIC

• Dimensions (H x W x D): 130.5 mm x 442 mm x 470 mmv

AR3260

Product Features

Table 1: AR3200 Models



76Enterprise Router AR Series Products

AR3670

AR160-M Series Enterprise Routers

Product Overview

The AR160-M has three models: AR161FW-P-M5, AR169W-P-M9 and AR169RW-P-M9. The specifications 
for these models are shown in the following table.

The Huawei AR160-M series Agile Enterprise Gateway integrates a comprehensive set of services, 
including routing, switching, security, and wireless access. With an open service platform, the AR160-M 
can provide computing, storage and network connection functions in one device. The AR160-M is 
designed to provide ICT solutions for enterprise branch offices and small businesses, which enables 
customers to launch new applications and solutions quickly.

AR161FW-P-M5 • WAN speed with services (IMIX): 150 Mbps
• Fixed ports: 4 x GE LAN(PoE), 

 » 1 x GE Combo WAN
 » 1 x RS485/RS232/RS422 
 » 4 x USB 
 » 1 x HDMI 
 » 1 x 3.5mm Audio Output (Earphone)
 » 1 x 3.5mm Audio input(MIC)
 » 1 x Bluetooth
 » 1 x Zigbee

• 802.11 b/g/n
• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.)

Product Features

AR169W-P-M9 • WAN speed with services (IMIX): 150Mbps
• Fixed ports：4 x GE LAN(PoE)

 » 1 x GE WAN,1 x VDSL2
 » 1 x RS485/RS232/RS422
 » 4 x USB 
 » 1 x HDMI, 1 x VGA
 » 1 x 3.5mm Audio Output (Earphone)
 » 1 x 3.5mm Audio input(MIC)
 » 1 x Bluetooth

• 802.11 b/g/n + 802.11ac
• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.)

AR169RW-P-M9 • WAN speed with services (IMIX): 150Mbps
• Fixed ports：4 x GE LAN(PoE)

 » 1 x GE WAN,1 x VDSL2
 » 1 x RS485/RS232/RS422
 » 4 x USB 
 » 1 x HDMI, 1 x VGA
 » 1 x 3.5mm Audio Output (Earphone)
 » 1 x 3.5mm Audio input(MIC)
 » 1 x Bluetooth
 » 1 x Zigbee

• 802.11 b/g/n + 802.11ac
• Dimensions (H x W x D): 44.5 mm x 300 mm x 220 mm (1.75 in. x 

11.8 in. x 8.66 in.)
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AR3600 Series Enterprise Routers

Product Overview

The AR3600 series agile enterprise gateway uses the multi-core processor, fully meets customer 

requirements on the performance, delay, reliability, and security, and guarantees continuous 

performance improvement and software application extension. With the built-in X86 platform, the 

AR3600 has great flexibility and is able to support virtualization. By integrating third-party network 

applications, the AR3600 provides more diversified services.

The following describes the AR3670 appearance and specifications.

Enterprises require better services in addition to simple connections. As there are increasing 

requirements of customization services, enterprises require a more agile service gateway to provide high 

performance and multiple functions as well as develop new services. This poses higher requirements for 

traditional gateway products.

As the core product in Huawei Agile Branch Solution, the AR3600 uses virtualization technology for the 

first time to implement deep IT and CT integration and achieve convergence and sharing of network and 

IT resources. The AR3600 helps enterprises quickly launch new applications and solutions and provides 

enterprises with better services.

The AR3600 series agile enterprise gateway uses the modular design, and can be equipped with cards 

of AR G3 series routers, protecting investments. Using various universal network interface cards, the 

AR3600 can simplify the branch configuration and allow easy expansion of large-scale enterprise 

networks.

Note: For the detailed card information, see order information

•  Forwarding performance: 4.5Gbit/s

• Slot: 2*SIC + 7*WSIC 

• Processor: 6*2.2 GHz Intel processor

• Built-in hard disk: 1TB

• Memory: 24 GB (max.)

• 1+1 redundancy of power modules

• Dimensions (H x W x D): 130.5 mm x 442 mm x 470 mm

Product Features
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AR501 Series Agile Gateway 

Product Overview

The AR501 series agile gateway is designed for industrial environments and supports communication in 

harsh environments such as extreme temperature, high humidity, and electromagnetic interference. The 

built-in industrial-grade communication module can support various local interfaces (PLC-IoT, RS485/

RS422, RS232, Gigabit Ethernet and RF 6LoWPAN) for connecting serial interface devices, Ethernet 

devices. It can support AR530s or AR532 to complete the data communication channel switching, 

suitable for the applications where the space is limited and requires only transparent data transmission.

The AR501 Series comes in four models: AR501C1Pa, AR501L1Rc, and AR501Rz.
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AR501C1Pa

AR501L1Rz

AR501L1Rc

AR501L1Rb*

• Fixed interfaces: RS485*1, DI*1, IRDA*1

• Support Huawei Broadband PLC

• IP51, dustproof, waterproof

• works at temperatures from -25°C to +70°C

• Communication mode: 

• IEEE802.15.4 (ZigBee, 2400 MHz to 2483.5 MHz)

• Operating temperature: –40°C to +65°C 

• Encryption mode: AES-128

• Compliance with ANSI C136.41-2013

• IP66 except for bottom side

• D= 83.5, H = 119, Cylinder-shaped (D: diameter, H: height)

• Communication mode: 

• IEEE802.15.4 (RF 6LoWPAN, 433.8Mhz/433.05Mhz-434.79Mhz)

• Operating temperature: –40°C to +65°C 

• Encryption mode: AES-128

• Compliance with ANSI C136.41-2013

• IP66 except for bottom side

• D= 83.5, H = 119, Cylinder-shaped (D: diameter, H: height)

• Communication mode: 

• IEEE802.15.4 (RF 6LoWPAN, 868MHz/915MHz)

• Operating temperature: –40°C to +65°C 

• Encryption mode: AES-128

• Compliance with ANSI C136.41-2013

• IP66 except for bottom side

• D= 83.5, H = 119, Cylinder-shaped (D: diameter, H: height)

* AR501L1Rb will be supported in a future release.
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AR502 Series Agile Gateways

Product Overview

The AR502 series agile gateway is designed for industrial environments and supports communication in 

harsh environments such as extreme temperature, high humidity, and electromagnetic interference. The 

built-in industrial-grade LTE module supports high bandwidth, low-latency wireless access, and various 

local interfaces (RS485/RS422, RS232, Gigabit Ethernet and radio-frequency ) for connecting serial 

interface devices, Ethernet devices. The AR502 applies to multiple IoT fields, such as smart grid and 

smart transportation.

The AR502 Series comes in four models: AR502EG-L, AR502EGW-L, AR502EGRb-L and AR502CG-L. 

AR502EG-L

AR502EGW-L

AR502EGRb-L

• Fixed interfaces: 2 x GE RJ45, 1 x RS485/422, 1 x RS232, and 6 x 

digital input/output (DI/DO), 1 x USB2.0

• LTE: LTE FDD

• Operating temperature: –25oC to +70oC

• Dimensions (W x D x H): 150 mm x 100 mm x 44 mm

• Power supplies: DC: 8 V to 36 V

• Fixed interfaces: 2 x GE RJ45, 1 x RS485/422, 1 x RS232, and 6 x 

digital input/output (DI/DO), 1 x USB2.0

• LTE: LTE FDD

• WLAN: 802.11b/g/n

• Operating temperature: –25oC to +70oC

• Dimensions (W x D x H): 150 mm x 100 mm x 44 mm

• Power supplies: DC: 8 V to 36 V

• Fixed interfaces: 2 x GE RJ45, 1 x RS485/422, 1 x RS232, and 6 x 

digital input/output (DI/DO), 1 x USB2.0

• LTE: LTE FDD

• Radio-frequency (RF): 915MHz/868MHz*

• Operating temperature: –25oC to +70oC

• Dimensions (W x D x H): 150 mm x 100 mm x 44 mm

• Power supplies: DC: 8 V to 36 V

Product Features
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AR502CG-L
• Fixed interfaces: 2 x GE RJ45, 1 x RS232, 1 x DI, 1 x DO, 1 x USB2.0

• LTE: LTE FDD

• Operating temperature: –25oC to +60oC

• Dimensions (W x D x H): 150 mm x 100 mm x 44 mm

• Power supplies: DC: 8 V to 36 V

AR503 Series Agile Gateways

Product Overview

HUAWEI AR503 series agile gateway, is designed to work in harsh environments. It provides a rapidly 

deployable, highly available, reliable, and secure solution into the Internet of Things (IoT) applications for 

vehicles (bus, train, police car, and ambulance) scenarios.

The AR503 series is available in four models: AR503GW-LM7, AR503EDGW-Lc, AR503EQGW-L and 

AR503EW.

* 868MHz RF is hardware-ready. Software supported in a future release.

AR503GW-LM7

AR503EDGW-Lc

• Fixed interfaces: 1 x GE, 1 USB HOST

• FDD/TDD LTE (1*LTE module, 2*SIM slots)

• Wi-Fi: dual-band AP, 2.4 GHz and 5 GHz, 2x2 MIMO, 802.11a/

b/g/n

• GPS

• IP41, Waterproof and dustproof

• Dimensions (W x D x H): 200 mm x 160 mm x 44 mm

• Fixed interfaces: 4 x GE(M12), 1 USB HOST

• FDD/TDD LTE (2*LTE module, 4*SIM slots)

• Wi-Fi: dual-band AP, 2.4 GHz and 5 GHz, 3x3 MIMO, 802.11b/g/n 

+ 802.11ac

• GPS

• IP54, Waterproof and dustproof

• Dimensions (W x D x H): 280 mm x 200 mm x 44 mm

Product Features
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AR509 Series Agile Gateway

Product Overview

HUAWEI AR509 series agile gateway, is designed to work in harsh environments. It provides a rapidly 

deployable, highly available, reliable, and secure solution into the Internet of Things (IoT) applications 

for finance, energy, and electric power industries, telemetry, retail, and other industrial automation 

scenarios.

The AR509 series is available in the models: AR509G-L-D-H and AR509GW-L-D-H. 

AR509G-L-D-H
• Fixed interface: 1xGE WAN , 4xGE LAN, 1xVDSL2

• FDD LTE (dual SIM slots)

• IP41, Waterproof and dustproof

• Dimensions (W x D x H): 190 x 220 x 44 mm

Product Features

AR503EQGW-L

AR503EW

• Fixed interfaces: 4 x GE(M12), 1 USB HOST

• FDD LTE (4*LTE module, 8*SIM slots)

• Wi-Fi: dual-band AP, 2.4 GHz and 5 GHz, 2x2 MIMO, 802.11b/g/n 

+ 802.11ac

• GPS

• IP54, Waterproof and dustproof

• Dimensions (W x D x H): 280 mm x 200 mm x 44 mm

• Fixed interfaces: 4 x GE(M12), 1 USB HOST

• Wi-Fi: dual-band AP, 2.4 GHz and 5 GHz, 3x3 MIMO, 802.11b/g/n 

+ 802.11ac

• IP54, Waterproof and dustproof

• Dimensions (W x D x H): 280 mm x 200 mm x 44 mm




